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HO  ID FOE ROOF # 24
1/2" x 2.24M x .50M

1 1 D

.1  [2.540]

.01 [0.250]

.005[0.127]

.25

125
M. PATAKY 1/30/95

SANCHEZ/PATAKY1/30/95

12.69 [322.30]

2.88 [73.03]

7.69 [195.20]

1.50 [38.10]

6X 1/2-13 UNC

18.78 [477.00]

1.50 [38.10]

19.69 [500.00]

.81 [20.57]

1.63 [41.28]

18.34 [465.85]

7.69 [195.20]

.87 [22.10]

2X 1.74 [44.20]

7.69 [195.20]

5.63 [142.88]

2X 1.00 [25.40]

(86.53 [2197.90])

78.06 [1982.70]

3.06 [77.85]

WELDMENT CONNECTION

1/2 THK. LEAD

SECTION AROUND PERIMETER

SEALED CORNER

CORNER SEALED WELD

(TYP. @ 4 SIDE)

TYP.

SIDING PREPARATION
TYPICAL DETAIL

        NBS HANDBOOK 111 AND 114, ANS N43.2 AND
        FEDERAL, STATE AND LOCAL RADIATION GUIDE LINES:
        SPECIFICATION-QQL201. HUTCH SHALL MEET ALL APPLICABLE
        BE LEAD GRADE ‘‘C’’ TO COMPLY WITH FEDERAL
        AND ALL OTHER DETRIMENTAL DEFECTS. MATERIAL SHALL
        SHEET. FREE OF OXIDE INCLUSIONS, FISSURES, VOIDS

LEAD PANEL SHALL BE CONSTRUCTED FROM SINGLE UNPIERCED

         DOE ORDER 5480.11.

 NOTE:

1.50 [38.10]

5.63 [142.88]

 .725 [18.41]

TACK

3/32

TYP.

2-8

MC 6 x 16.3

3/16=1

PREPARATION

SHEET BLANK @ CORNER

SHEET BEND

SCALE: 3/8=1"

R.18 [4.57]

AS NEEDED
TO PRODUCE

.85 [21.59]

1/4 THK. SHEET

14X Ø.69 TYP.

12 GA. SHEET

D 3/16=1 1

3/16
TYP.

2-6

[174.00]

TYP.
2-63/16

6.85

HEX NUT - WELDED

41.63 [1057.40]

26.25 [666.75]7.69 [195.20]4.32 [109.75]

4.32 [109.75]

3.00 [76.20]

7.69

4.32

[195.20]

[109.75]

(88.28 [2242.30])

- DIMENSION TO BE DETERMINED BY FIELD SURVEY

METAL HAND STAMP " 1/2" ", THIS
SIDE, IN .50 [12.70] HIGH CHARACTERS
NEAR CENTER OF PANEL.


